Here is the beast, Functions button turned from normal to finnikey to not longer working 


Secure door with ducktape while turning it around, it will prevent it from swinging open 
inadvertedly 


Tool to reach inner screws. It's 18” but could do with a 14-16”. This one has a shaft that can be 
held, does not turn while drilling 


WARNINGS: WEAR PROTECTIVE GLOVES, LOT'S OF SHARP METAL CORNERS 


Start removing all the back screws including the ones in the middle 


Locate the screws behind the control knobs. There are about 6 all around the steel frame. You 
can see it deep on top close to the wires. Use the drill extentions 


TIlt the rubber foot open a bit so you can slide up the side of the toaster 


Hypotetically one should be able to remove the front knob by pulling it. | used a plyer and pulled 
really hard to no avail, so | had to reach the control inside and brake it from within. 


Locate the back screws of the offending switch, remove two screws. 


IMPORTANT: TAKE REFERENCE PICTURES FOR WIRE CONNECTIONS. | would also mark 
them with tape or do a drawing as it was really difficult to reconnect them back later, even with 
pictures. There are several cables and pairs. 


Separate the two switches, easier to do the first one than the second. The second is attached to 
the panel from outside by two screws. As | said, these two could have been accessed if the 
know had come out. 


Finally remove last front screw, one had broken while craching the last switch, no problem 
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Mount the new set and REWIRE. Good luck. Test wiring before reassebling the unit by plugging 
in, make sure it works. Mine did. 


When you put the panel back mind the steel wing intersecting the rubber foot. Side corner 
should stay on top. 


